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THE PINLOCK® SYSTEM WORKS BY UTILIZING A SILICONE BEAD TO CREATE 
AN AIRTIGHT SEAL BETWEEN THE MOISTURE ABSORBING PINLOCK® LENS 
MATERIAL AND THE HARD-COATED SHIELD. IF THERE IS ANY GAP BETWEEN 
THE SILICONE BEAD AND THE SHIELD SURFACE, THE PINLOCK® SYSTEM 
WILL NOT FUNCTION. TO INSTALL OR REMOVE THE PINLOCK® LENS, FOLLOW 
INSTRUCTIONS ON THE OFFICIAL PINLOCK® WEBSITE: 
HTTP://PINLOCK.COM/SUPPORT

EACH PINLOCK® LENS IS DESIGNED TO WORK WITH A SPECIFIC SHIELD. BE 
SURE TO USE A GENUINE VELDT SHIELD EQUIPPED WITH ECCENTRIC PINS 
AND GENUINE PINLOCK® LENS.

REMOVE THE PROTECTIVE FILM BEFORE USING THE PINLOCK® LENS FOR 
THE FIRST TIME. 

DO NOT USE TINTED PINLOCK WITH A TINTED VISOR. NEVER USE TINTED 
PINLOCK® LENS AT NIGHT.

TO CLEAN THE PINLOCK®, REMOVE THE LENS FROM THE SHIELD AND 
CLEAN WITH A SOLUTION OF MILD SOAP AND WATER. RINSE WELL WITH 
PURE WATER THEN WIPE WITH THE PROVIDED SOFT CLOTH.

FOR MORE INFORMATON AND SUPPORT, VISIT THE OFFICIAL PINLOCK® 
WEBSITE : HTTP://PINLOCK.COM/SUPPORT


